
ÙTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS: WELLLOG ELECTRICLOGS FILE v WATER SANDS LOCATION 1NSPECTED SUB. REPORT/abd.

DATEFILED 7-13-81
LAND:FEE & PATENTED STATE LEASENO. PUBLICLEASENO. U-1 4 6 4 3 INDlAN

DRILLINGAPPROVED: 7 - 1 3- 8 i
SPUDDED IN:

COMPLETED PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAViTY A.P.I.

GOR:

PRODUCINGZONES

TOTAL DEPTH:

WELLELEVATION:

DATE ABANDONED: ..

UNIT:

COUNTY Grand
WELLNO Skyline Unit #2 API# 43-019-30827
LOCATION 6 60 '

FT FROM (N) LINE 19 80 ' FT FROM (E) )LINE. NW NE 1/4 - 1/4 SEC

TWP. RGE. SEC OPERATOR TWP RGE SEC OPERATOR

2.66 20E 8 DAVIS OIL



DAVIS OIL COMPAf ' 10 -

1¯/TH
STREET, SUITE 1400

DENVER,COLORADO80202' TELEPHONE: 303-623-1000

NEW ORLEANS
HOUSTON
TULSA

USGS
1745 West & 1700 South
Salt Lake City, Utah 84104

RE: #2 Skyline Unit
1W1NE Sec. 8, T26S, R20E
Grand County, Utah

Gentlemen:

Enclosed please find for your approval, an original and three copies
of the Application for Permit to Drill, together with four copies ofthe Staking Plat ævering the drillino.of the captioned proposed test.Designation of Operator from Skyline dil Company will be forthcoming.
By carbon copy of this letter to the Utah State Oil & Gas Commission,
we are furnishing them with a copy of our application and staking plat.

Your early attention to the approval of said application will be
appreciated.

Very truly yours,

DAVIS OIL COMPANY

Michelle Fisher
Executive Secretary

/mf
Enc sures

cc: Utah State Oil & Gas



Forrn 9-331 C
SUBMIT IN Form approved.

(Other instruct½nT n
Budget Burean No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENTOF THE INTERIOR 5. LAASE DESIGNATION AND BERIAL NO.

GEOLOGICAL.SURVEY
U-14643

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK LT"l^_N A EORTKIBENAMN

la. TYPE OF WORK

DRILL BS: DEEPENO PLUGBACK O L UNIÏ MREEME NAMM

b. Tyrs or war,L

4 LI, FLI. O OTHEk

NGLE ONI H'LE 6. M OR A

2. NAME OF OPERATOR

DAVIS OIL COMPANY o. weer. no.

3. ADDREG$OF OPERATOh

410 17th Street, Suite 1400, Denver, Colorado 80202 to. IrlELD AND È•OOI., OR WIIJiCAT

4. LOCATION or wicLL (Iteport location clearly nad in accordance with any State requirements.*) NWlOpt

at suriace NW NE Sec. 8, T26S, R208 11. see., 2., a., m., on seat.
/ ANÐ SURVET 0R ARRA

A t p(opÿsed prod. zone

660 ' FNL, 1080 ' FEt,
Sec. 8, T26S, R20E

1•i. DISTANCE IN 3tlLÈS AND DIRECTiON FROM ËÉAREST TOWN OR POST OFFICa 12. COUNTY OR PARISH 13. MTATE

28 miles northeast by oad to Moah, Tit c,h
Utah

16. DISTANC¾ THOM i'ROPOSED* 1& NO. OF ACRES IN LEASic 17. No. OF ACREN ASSIGNAD

LOCATION TO NEAREST
TO TIIIs WELL

PROPERTY OR LEASE LINE, FT. Tra I
(Also to nearest drig. unit line, if any) U IlO

18. DisitNes FROMraorosED LOCATION* 19. PROPOSED DEPTH 2Ú. ROTARY OR CABI.E TOOLS

TO NE.%REST )?F.I.L, DittLLING, COhlPLETED,

og APPLIED FOÙ ON THIS 1.EASE, FT. 3900 ' south 7Í25' Ratarv
2Ì. EI.EVAfloNs (Show whether DF, RT, OR, etc.)

22. arPuox. DAtz wotrK wayL sTART•

5939' GR Est., 5949' KB Est.
Upon app.roval

23. PROPO$ED CASING AND CEMENTING PROGRAM

SIZE OF HOLÈ SÍ2E OF dASING . WEIGHT PER ÈOOT SET*flNO DEPTH QUANTITY OF CRhtENT

Ja 1/2" 13 3/8" 54.5 # K-55 STC(NEW) 0-300' 300 svs 49¾
12 1/4" 9 5/8" 43.5# N-80 IRR(NFW) 0-80'

12 1/4" 9 5/8" 40# N-80 LTC(NEW) 80-3400'

12 1/4" 9 5/8" 43.5# N-80 LTC(NEW) 3400-4000' 1000 sx. est.
8 1/2"

.

5 1/2" 20# N-80 LTC(NEW) 0-7400' 500 sxs. est.

AP • BYTM STATEOF UTANDiviiióN OFOR., A
DAT

IX ABOVE SPACE DESCRTBE PROPOSED Pnonnut: If proposal is to deepen or plug back, give data on present productive zono and proposed new productive

zone. If propo al is to drill or deepún directionally, give pertinent data on subsurface locations and measured and true vertical 4 ‡ths Ive blowant

er o om. Chief Geologist

(This spacé for Federal or State office use)

APPROVED BY TTTi E
DATE

CONNITIONS P APTROVAL, IF ANT
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TFN PoINT PaoGPAM

1) SUFFACE FORMATION: Glen Canyon Group

2 a 3) ESTIMATED TOPS: (Water, Oil, Gas or Mineral bearing formations)

Glen Canyon Group surface water where Borous

Itenkopi 480 ' tite

. Cutler 840 ' brackish water where porous

Herrosa 2385' salt water where porous

Ismay 3340 ' tite

Paradox Salt 4116 ' salt water where porous

Cane Creek 6942' high pressure oil zone

Pblas 7354 ' tite

Leadville - 7592 ' possible oil and gas

Tbtal Depth 7725 '

4) CASING PRCGRAM:
17 1/2", 13 3/8" 54.5# K-55 STC(NE)W 0-300'- 300 sxs. est.
12 1/4", 9 5/8" 43.5# NSO LTC(NEW) 0-80 '
12 1/4", 9 5/8" 40# N-80 LTC (NEW) 80-3400 '
12 1/4" 9 5/8" 43.5# N-80 IIIC(NEW) 3400-4000' 1000 sx. est.

8 1/2", 5 1/2" 20# N-80 LTC(NEW) 0-7400' 500 sxs. est.
5) PRESSURE CONTROLEQUIPMENT: (See attached schematic diagram) BOP's and choke

manifold will be installed and pressure tested before drilling out under surface
casing and then will be checked daily as to mechanical operating öondition. Ram
type preventors añd related pressure control equipment will be pressure tested to
rated working pressure of the stack assembly or to 70% of the minimum internal
yield pressure óf the casing. Annular type preventors will be tested to 50% of
their rtaed working pressure. BOP's will be pressure tested at least once every .
30 days.

6) MOD PRO3RAM:
0-300 ' spud mud
300-4100 ' air mist
4100-7725' salt water gel, maximum mud weight 10.0-13.5 ppg based on offset of wells.
35-50 vis. , 10 cc W..L PH 9-10..

Sufficient med naterial's to maintain med properties, control lost circulation and .

to contain blowout will be available at wallsite.

7) AUXTTI.TARY EÇ)UIPMENT:

1) Kelly Cock.
2) Drill Pipe Float (Except for lost circulation drilling conditions)
3) Ebnitoring of Mad System will be visual unless otherwise specified.
4) A sub on the floor with a full opening valve to be stabbed into drill pipe

when Kelly is not in the string.

8) ID3GIN3:

Laterolog, sonic, FDC-CNL - from base of intermediate casing to TD; Dipmeter
and FIL base of intermediate casing to total depth. Gamma Induction log from

of surface casing to top salt.

none



TEN POINT PROGRAM
PAGE TWO

8) Continued -

TESTIN3:

1 DST Cane Creek
1 DSTLeadville

STIMUIATION:
° Cane Creek - Leadville Formation - acidize each žone with 10,000 gallons ECL.

Actual volure of treatænt will be dependent upon thickness of pay and evaluation
of zone of interest.

9) ABNORMALPRESSURE: This firm does not anticinate any âbnormal pressure of
temperatbres or any other hazards. This is based on previous geological data
from nearby wells.

ESTIMATED BOTIOMBOLE PRESSURE': 5000 PSI.

10) ANTICIPATED STARTING DATE: Within 30 - 45 days from Government-approval.

DUPATION OF OPERATION: 30-60 Days.
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Ident cation No.FÙ Ñ/

United States Department of the Interior
Geological Survey

Oil and Gas Operations
2000 Administration Building •

1745 West 1700 South
Salt Lake City, Utah 84104

NEPA CATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Operator/Project Name SAV/.5 ÛÊ ÚVAPÂ¡JV &ýØNE & o.1

Project Type 9// / L.

Project Location U A/ 6 7 2(µ$ R ŽO Ë
Date Project Submitted ¿?-'7-,$')

FIELD INSPECTION Date ~7- GLA- 2 \
Field Inspection
Participants EOfCof Ë/CDAC/JR C/SC,5

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

AUS1 8 1981
Date Prepared n entál Scientist

I concur

Da e District Supe



· CATEGORICAL EXCLUSION REVIEW INFORMATION SOURCE

Incal and
Federal/State Agency private Other

Corre- Thone corre- studi.es Onsite
Criteria spoolence check Meetirg . spondence Previous and Staff inspection

516 IN 2.3.A (date) (date)· (date) (date) NEPA reports expertise (date) Other

1. PubiLe health /

and safety

2. Wrtque charac- /

3. F. i ntally
COntfOV€fSias

4. Uncertain and
unim.n risks

5. Establishes
precedents .

6. Cerrulatively
significant

7. ional Register
historic places

8. Endangered/
threatened species

9. Violace Federal,
State, local,
tribal



O O

CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation



47
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Tor INREPLYREFERTO

United StatesDepartment of the Interior 3109
(U-068)

BUREAU OF LAND MANAGEMENT U-14643
Moab District

Grand Resource Area
P. 0. Box M .

Moab, Utah 84532

Memorandum AUS10 $41

To: Oil & Gas Office
USGSConservation Division
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84101

Attn: George Diwachak

From: Area Manager, Grand

Subject: Davis Oil Company (APD)
Skyline #2, Lease #U-14643
NW/NESec. 8, T. 26 S., R. 20 E., SLB&M
Grand County, Utah

On July 29, 1981, a representative from this office met with George
Diwachak, USGS, and Roy Moyer, agent of the Davis Oil Company for an
inspection of the above referenced location. Subject to the attached
conditions and written approval from USGS, I am approving the surface
management portion of the Application for Permit to Drill.

The archaeological requirement has been fulfilled on this location. No
threatened or endangered flora or fauna are indicated in the area.

Please forward the enclosed information to Davis Oil Company.

Enclosures: (3)
1-Reclamation Procedures
2-Seed Mixture
3-Suggested Colors - Production Facilities

AUS13 1



O O
Company: Davis Oil Co.
Well: Skyline Unit #2
Section 8, T. 26 S., R. 20 E.

ADDITIONSTO THE MULTIPOINT
SURFACEUSE PLAN

AND
RECLAMATIONPROCEDURES

CONSTRUCTION:

1. The operator or his contractor will contact the Grand Resource Area
Office in Moab, Utah (phone (801) 259-6111) 48 hours prior to
beginning any work on public land.

2. The dirt contractor will be furnished with an approved copy of the
surface use plan and any additional BLMstipulations prior to any
work.

3. Use of water from sources such as wells, springs, streams or stock
ponds for activities associated with this well will be approved,
prior to use, by the agency or individual holding the water right.

4. If subsurface cultural material is exposed during construction,
work in that spot will stop immediately and the Grand Resource Area
Office will be contacted. All employees working in the area will
be informed b.y the operator that they will be subject to prosecution
if they are caught disturbing archaeological sites or picking up
artifacts. Salvage or excavation of identified archaeological
sites will only be done if damage occurs.

5. Improvement to the existing road will be necessary. The total
disturbed width allowed will be 24 feet. The allowable travel
surface will be 20 feet. Access will be ripped, blasted, padded
as needed, to permit travel.

New road construction will be limited to a total disturbed width of
24 feet. The allowable travel surface width will be 20 feet. Low
water crossings in all drainages on access road. Vegetation and
soils will be windrowed to the north side of access road.

Pinyon and Juniper trees will be windrowed to both sides of road.

Topsoil will be saved up to 6" along the route between the
trees and the road.

Surface disturbance and vehicular travel will be limited to approved
location and approved access route. Any additional area needed will
be approved in advance.

Surfacing material will not be placed on the access road or location
without prior BLM



e e
6. The top 6 inches of soil material will be removed from the location

and stockpiled separate from the trees on the south side of the
location.

Trees removed from the location will be stockpiled behind
topsoil. -

7. Thè reserve pit will be lined with at least a 10 mill plastic
. sufficient to gr'event seepage. The reserve pit banks will be

1.5 o 2.0 f ét above pad and constructed in 8" lifts, machinery
compabted, d sufficiently wide for equipment to pass over. Clear
trees ' vegetation from an area 1.5 to 2.0 cat blades behind the
pits t ineral soil. Pit(s) will have a key way installed to

()5 preven erculation into the soils.

$1 8. Three sides of the reserve pit will be fenced before drilling
starts. The fourth side will be fence as soon as the drilling
is completed. The fence will be kept in good repair while the
pit is drying. The fence will be 5 strand barbed wire.

9. Water bars will be used as needed on all sloping surfaces as
shown below:

Grade Spacing

2% 200 feet spacing
2-4% 100 feet spacing
4-5% 75 feet spacing

+5% 50 feet spacing

10. Notify the BLMDistrict Archaeologist if cultural material from
subsurface deposits are exposed during the operation. The
"blooey" line will be centered and directed into the



O O

Production

1. The reserve pit and that portion of the location and access road
not needed for production or production facilities will be reclaimed
in the methods described in the rehabilitation section. Topsoil
will be seeded after scattered and ripped or disced, using the
prescribed seed mixture.

2. All above-ground production facilities will be painted using the
attached suggested colors.

3. If.production is obtained the access road will.be up-graded to
BLMstandards and specifications for long-term roads as outlined
in the Surface Use Standards section of the Oil & Gas" pamphlet
(joint BLM, USGS, and USFS publication.

4. If oil is produced the loading valves and oil sumps will be kept
on the inside of the 4 foot dikes or berms surrounding the oil
storage



O O
Rehabilitation

1. Immediately upon completion of drilling, the location and surrounding
area will be cleared of all debris resulting from the operation.
All trash will be disposed of in the trash cage. Non-burnable
debris will be hauled to a local town dump site.

2. The operator or his contractor will contact the Grand Resource
area BLMoffice in Moab, Utah, phone (801)259-6111, 48 hours prior
to starting rehabilitation work that involves earthmoving equipment
and upon completion of restoration measures.

3. Before any dirt work to restore the location takes place, the
reserve pit must be completely dry and any trash (barrels, metal
etc.) it contains must be removed from public lands.

4. All disturbed areas will be recontoured to blend as nearly as
possible with the surrounding area.

5. The stockpiled topsoil will be evenly distributed over the disturbed
area.

6. All disturbed areas will be scarified with the contour to a depth
of 12 inches. Do not smooth pads out, leave a roughened surface.

7. Seed will be drilled at a time to be specified by the
BLMwith the enclosed seed prescription.

8. If well is a non-producer after seeding is complete the stockpiled
trees will be scattered evenly over the disturbed areas and walked
down with a dozer. The access will be blocked to prevent any
vehicle



SEEDMIXTURE

Species Rate

Grasses 1bs/Acre
Oryzopsis hymenoides Indian ricegrass i
Hilaria jamesii Curly grass 1

Forbs
Sphaeralcea coccinea Globemallow 1

Shrubs
Ephedra nevedensis Mormon tea 1
Purshia tridenta Bitterbrush 1
Cecocarpus montanus Mountain mahogany 1

Seed roads and pads in the fall (October through



LPLYREFERTO

United StatesDepartment of the Interior
BUREAU OF LAND MANAGEMENT

SUGGESTEDCOLORSTO PAINTOIL & GAS

PRODUCTIONFACILITIES .

Cisco Desert and Flats below the Bookcliffs:

Dynast.y Green (Sears)

Tumbleweed (Pratt & Lambert) .

Desert Tan ------

Sage Gray (Pratt & Lambert)

Bookcliffs Region:

Sage Gray (Pratt & Lambert)

Sea Life (Pratt & Lambert)

Dynasty Green (Sears)

Similar hues other than the ones mentioned above must be
approved by the Grand Resource Area



U.S. GEO ICAL SURVEY, CONSERVATIO IVISION

FROM: DISTRICT GEOLOGIST, SALT LAKE CITY, UTAH

TO: DISTRICT ENGlNEER, SALT LAKE CITY, UTAH

Well Location Lease No.

Estate of W. G. Helis 810' FSL, 657' FWL, see. 8, T.26S, R.20E,
#8-44 SLM, Grand Co, Utah, Gr. E1. 6003'. U-14643

Long Canyon Federal

1. Stratigraphy and Potential The surface bedrock is the Kayenta Sandstone, chiefly
Oil and Gas Horizons• a fluvial cross-bedded sandstone, Triassic Age. The
Gulf #2 Long Canyon, see. 9, same township, reported the following tops:
Chinle-360, Shinarump-702, Moenkopi-718, Coconino-985, Hermosa-2302, Upper
Paradox-3930, Middle Paradox-3993, Cane Creek-7253, Lower Paradox-7332,
Mississippian-7770. Produced oil briefly from Middle Paradox at 6676-6687.

2. Fresh Water Sands. For a well in see. 26, T. 25 S., R. 19 E., WRD reported
as follows: See page 2.

3. Other Mineral Bearing Formations. This location is within Cane Creek Known totash
(Coal, Oil Shale, Potash, Etc.) area. The Long Canyon #1, sec. 9, same township,
reported 3 potassium zones as follows: K-1 4568 - 4' thick, Kg0-16,5%, K2 -

4749-3' thick, K-3 5250-10' thick. The Long Canyou #2, sec. 9, same township,
reported following potassium zones: K-1 4804'-10' thick, K-2

.4993'-5' thick,
K-3 5521'-11' thick. .

4. Possible Lost Circulation Zones. Unknown

5. Other Horizons Which May Need Special Salt section; especially potash intervals
Mud, Casing, or Cementing Programs• should be drilled with a brine that is

' saturated with respect to Halite-Sylvite
and Carnallite to prevent solution.

6. Possible Abnormal Pressure Zones Several blowouts of oil and gas have been
and Temperature Gradients• reported from clastic units within Paradox

sait section.

7. Competency of Beds at Proposed Unknown
Casing Settino Points.

8. Additional Logs or Samples Needed. Gamma ray - sonic,,neutron and caliper logs
thru salt section would be valuable for potash information.

9. Referennes and Remarks None
ORIGINALF .22]

TO



2. Fresh Water Sands--continued '

WRD reports as follows:

Estimated formation tops:

Vingate Ss - permeable but dry
Chinle Fm - permeable in part, but dry
Moenkopi Fm - mostly impermeable, probably dry
Cutler Fm - acquifer if White Rim Mem is present, contains

water usable by stock
Rico Fm - mostly an aquiciude, may contain some salty water
Hermosa Fm - an aquifer in part, yielding brine

i · Paradox Mem - evaporites which may yield some brine

The zones containing fresh or usable ground water in this
area are above the Rico Fm. Regional dip of strata is about2°-3° NE. Formations which are dry at this location may be
aquifers a short distance to the northeast.



** FILE NOTATIORS**

DATE:

OPERAT

WELLNO:

Location: Sec. C, R. ) County:

F¿f.e PtepaAed En-texed on W.T.Di

CaAd Indexed: Complet¿on Sheet:

CRECKEDBY:

Petroleum Engineer:

Director: €> CA

Administrative Aide: cry

APPROVALLETTER:

Bond Requited: Suxvey Pfa,t Requixed

OAdeA Wo. 0.K. Rufe C-3

Rule C-3(c)
, TopogAaph¿c Excep,t¿on - company owns oA c.ont ofa acAea.ge

ec¿tA¿n « 660' tad,¿ws og proposed a¿te

Leas e Des¿gna,t¿on Plo-tted on Map

AppAovat LetteA WA¿Cten

Ho-t L¿ne
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July 13, 1981

Davis Oil Company
410-17th St., Ste #1400
Denver, Colo. 80202

RE: Well No. Skyline Unit #2,
Sec. 8, T. 263, R. 20E,
Grand County, Utah

Insofar as this office is concerned, approval to drill the above
referred to oil well is hereby granted in accordance with Section 40-6-11,
Utah Gode Annotated 1953; and predicated on Rule A-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notif.y the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-019-30827.

Sincerely,

DIVISIONOF OIL, GAS, ANDMINING

Cleon B. Feigh
Director

CBF/dà
CC:



Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR |]-)¾43

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different .

SkylineUnit
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oil gas .

well wdl other 9 WELL NO.

Davis Oil Company 10. FIELDORWILDCATNAME

A R OF OPERA OR
¯

Development
10 17th Street Suite 1400 Denver CO 8020 li. Efé,T R., M., OR BLK. AND SURVEY R

4. OCA OF WE L T E AREA

below.) __RME_Sec.._L _R6S_, R20E
AT SURFACE: 660 ' FNL & 1980 ' FEL 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Grand Utah
AT TOTAL DEPTH: NWRESec. L_T26L R20E 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, #43-019 30827
REPORT, OR OTHER DATA O l

5880' GR Est., 5892' KB Est.
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple complet on or zone
PULL OR ALTER CASING change on Form 9--330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Change of Plans

iÚ DESCRlBE .PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work.. If well is directionally drilled, give subsurface locations and
rneasured and true vertical depths for all markers and zones pertinent to this work.)*

Please be advised that Davis Oil Company has decided not to drill this well.
No surface disturbance was done.

Subwdace Safety Valve: Manu. and Type Set @ Ft.

18. hereby t ' ng is true and corre

hief Geol og DATE

(Tiús space for Federal or State office use)

e APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



g a
STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 - 801-533-5771

March 12, 1982

Davis Oil Company
410 17th Street
Suite 1400
Denver, Colorado 80202

Re: See attached

Gentlemen:

In reference to the above mentioned wells,considerable time has gone
by since approval was obtained from this office.

This office has not. received any notification of spudding. If you do
not intend to drill these wells,please notify this Division. If spuddingor any other activity has taken place, please send necessary forms. If youplan to drill .this location at a later date, please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIV OF NING

Cari Furse
Clerk Typist

Board/Charles R. Henderson, Chairman • John L Bell • E. Steele Mctntvre • Edward T Beck
Robert R. Norman · Morgaret R. Biro • Herm



Well No. Matthew Federal #4
Sec. 4, T. 26S, R. 20E.
Grand County, Utah

Well No. Skyline Unit #3
Sec. 5, T. 26S, R. 20E.
Grand County, Utah

Well No. Skyline Unit #2
Sec. 8, T. 26S, R. 20E.
Grand County,Utah

Well No. Recapture Pocket Federal #3
Sec. 3, T. AOS, R. 22E.
San Juan County, Utah

Well No. Tank Mesa Federal Unit #4
Sec. 7, T. 40S, R. 22E.
San Juan County,
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